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Outcome of AASIG F2F meeting

Vehicle HAL
⁃ Security design (completion of 

brainstorming)
⁃ Proof-Of-Concepts identified (next slide)
⁃ Work Breakdown Structures for the 

External & Internal Data Server Proof-Of-
Concepts (last slides)
⁃ Preliminary List of Tech Briefs (in addition 

to PoC code)

Audio HAL
⁃ Review of the list of prioritarized topics
⁃ Two Proof-of-Concept projects identified

⁃ Global Audio Effects service interface 
⁃ Rerouting audio streams

⁃ Need to work out the architectural design 
concepts for those 2 PoCs

• Location: BMW, Munich
• Agenda

• Day 1: Vehicle HAL / Vehicle Data 
• Day 2: Vehicle HAL / Vehicle Data continuation and Audio HAL in parallel on Day 2 morning

⁃ Participants: Mercedes-Benz, BMW (x2), High-Mobility, Bosch, Mobis(x2), Tieto(x3), Melco, 
Gunnar, Philippe
⁃ Minutes: https://at.projects.genivi.org/wiki/x/lgTYAg
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AASIG Vehicle Data Access / Vehicle HAL - Proof‐Of‐Concept(s) & Roadmap

Roadmap for the PoC(s)

• stage 1 - Spring AMM (12-14 May)

• stage 2 - Go to Google readiness check (early Q3 - July ?)

• stage 3 - Fall tech summit (Q4 – October-November ?)

• stage 4 - CES 2021 (January 2021)

Proof-Of-Concepts
• External Data Server concept (priority one).

• Data Server inside the Framework (so-called Internal Data Server) concept (priority two)

• SomeIP stack inside the Framework concept (priority three)

• Google VHAL + OEM Extensions inside concept (priority four)



11 February 2020 |. Copyright © GENIVI Alliance 2020 4

External Data Server PoC – Architectural Design & Work Breakdown Structure
cmp External Data Server
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1.  App authentication
2.  App permissions

1.  Get Data Server Access Token (e.g. JSON Web Token)

TPM ‐ trusted platform module

In order to decode the
token being sent by the application, app can first verify if JWT 
was issued by a valid agent and then proceed to decode it.

TPM ‐ trusted platform module

TODO: Franca Service connection ( SomeIP ).

TODO: Check Signal to Service translation in Adaptive Autosar

TODO: Create a layer concept for the Franca to VSS leaf mapping.

TODO: Implement Feeder as a PoC

TODO: Agree on PoC Use Cases Services

TODO: Create PoC SomeIP simulation component to playback 
some agreed use cases 

TODO: Select and implemented VSS data storage inside the Feeder

TODO: APP access for in‐vehicle data (e.g. App manifest permissions layer concept ) 

TODO: APP authorization to access the Data Server (e.g. JWT)

TODO: Finalize the permission layer concept.

TODO: App request/response serialization  

TODO: Resolve requested date for the APP from the VSS data structure.

TODO: Change/write data values for requested data leafs 

TODO: Handle the subscription for APPs.

TODO: Write a generator which will handle permissions in the data server. 

TODO: Implementing the APP permissions based on permission defined/proposed in VSS layers.

TODO: Implement access token request

TODO: Generate access token for the APP including the APP permissions

TODO: App request/response serialization for the Client (JSON to Java)

TODO: Implement selected Use Case

TODO: Request APP permissions from Package Manager 

Demo running on:

Platform: Renesas ‐‐> AOSP P
1 Android App ‐‐> App layer
⦁ Android Apollo Plugin
2. Authentication Service ‐‐> Framework layer
⦁ Java Implementation

Platform Notebook: Linux / Docker / SomeIP 
1. NodeJS
2. Apollo GraphQL Server (Data Server)
⦁ Schema generated out of VSS
⦁ Permissions generated out of VSS
⦁ JWT authentification.
⦁ implement Resolvers
⦁ implement Mutations
⦁ implement Subscriptions
3. Feeder (TBD)

Use Cases:
1.  Battery status (high voltage).
2.  Tire pressure
3.  Air Conditioning
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Internal Data Server PoC – Architectural Design & Work Breakdown Structure
cmp Internal Data Server
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TODO: Franca Service connection ( SomeIP ).

TODO: Check Signal to Service translation in Adaptive Autosar

TODO: Create a layer concept for the Franca to VSS leaf mapping.

TODO: Implement Feeder as a PoC

TODO: Agree on PoC Use Cases Services

TODO: Create PoC SomeIP simulation component to playback 
some agreed use cases 

TODO: Select and implemented VSS data storage inside the Feeder

TODO: APP access for in‐vehicle data (e.g. App manifest permissions layer concept ) 

TODO: APP authorization to access the Data Server (e.g. JWT)

TODO: Finalize the permission layer concept.

TODO: App request/response serialization  

TODO: Resolve requested date for the APP from the VSS data structure.

TODO: Change/write data values for requested data leafs 

TODO: Handle the subscription for APPs.

TODO: Write a generator which will handle permissions in the data server. 

TODO: Implementing the APP permissions based on permission defined/proposed in VSS layers.

TODO: Implement access token request

TODO: Generate access token for the APP including the APP permissions

TODO: App request/response serialization for the Client (JSON to Java)

TODO: Implement selected Use Case

TODO: Request APP permissions from Package Manager VSS Server

App 2

TODO: Implement Token management for each Android APP

Rational:
1. 


